DATE

BY

ALIGNMENT CHECTKED
RT. OF WAY CHECKED

ADD FILE NAME

PLOTTED

[SURVEYED

NOTE BOOK

NO.

PLAN

DATE

B8Y

PLOTIED

GRADES CHECKED

B.M. NOTED

ISTRUCTURE NOTATNS CH'KD

PROFILE fsoveves—

NOTE BOOK

NO.

~
—_— T~ EXPANSION JOINT (TYP)
z R
55 / CONTRACTION JOINT (TYP)
B
PROPOSED TYPE B
— B (MINY 18" BARRIER CURB (TYP)

CROSSWALK STRIPING (TYP) —-/

ADA COMPLIANT

DETECTION WARNING / °
MAT (TYP)

pe——

12:1

CONCRETE SIDE FLAIR RAMP

AROUND INLET (TYP)

EXISTING
SIDEWALK
WIDTH VARIES

EXPANSION JOINT AROUND
INLET (TYP)

EXISTING INLET

OR REPLACED INLET

PER PLANS

o
e
o
!

L "\ PROPOSED TYPE B
: 18" BARRIER CURB (TYP)

GUTTER SUMP

CONCRETE ISLAND
POURED AROUND
EXISTING INLET

RESIDENTIAL ADA RAMPS AT CORNERS
PLAN VIEW

(N.T.S.)

6" WIDE CURB

DETECTABLE WARNING

) e, PER IDOT SPECIFICATIONS

ADA SIDEWALK RAMP £SPESHARY DETAIL

SCALE: NONE
LOCATIONS:  STA 30+13 (LT & RT)

\ EXISTING OR PROPOSED CURB
/ STOP BAR (TYP)

L

]
-

*SEE ALTERNATE MANUFACTURERS

* ALTERNATE MANUFACTURERS

1. NEENAH R 1737 CAST IRON
(CAST INTO LID)

2. EAST JORDAN IRON WORKS
MODEL 1154 FRAME & COVER

3. ALHAMBRA FOUNDARY
MODEL A~1425 FRAME & COVER

’T /—#6 BAR /_ OR APPROVED EQUAL

CONTRACT #97424

° 'i ij
. *SEE ALTERNATE MANUFACTURERS
#4Bg¢§SWBAYSOC #4 BARS 6" O OR APPROVED EQUAL
SECTION A—A BOTH WAYS
) . 2" #4 BARS DIAGONAL
e 4-0" , 6 \K TR /_ ARQUND OPENING
THROAT ot 4
o TONGUE AND GROOVE["

— WITH 1" BUTYL ROPE|| n

; SEALANT TYP w

<

GUTTER @ INLET KEYWAY JOINT -
N ] %
: 3 STEPS @ 16" OC | =
Lt
#4 BARS 10" OC - iz
BOTH WAYS -\\ HES
. o
‘ OPENING FOR PIPE iy
> AS REQ'D (PIPE TO x|,
A BE GROUTED IN BY S|z
4 g4 Bars—" | 45 L BARS 1] CONTRACTOR) N\ g
E&G?I!\I‘JAL 12" 0c \ X -

REINFORCEMENT e i e e -

[ i > { . ’ ©

#4 BARS 8" OC /

PLAN VIEW

SAWCUT LINE FOR EXISTING PAVEMENT
2" ASPHALT SURFACE COURSE —\

BOTH WAYS

SECTION VIEW 64" X 64" PAD

INLET, SPECIAL

{OR APPROVED EQUAL)
NOT TO SCALE

PROPOSED TYPE B CONCRETE
BARRIER CURB OR TYPE B
CONCRETE CURB & GUTTER
PER 1DOT STANDARDS

12" (TYP)

o

EX. ASPHALT BASE COURSE

EX. CONC./BRICK

EXISTING SUBGRADE
CLASS D PATCHES, 10 INCHES

10"

/‘ PROPOSED GRADE
I 1=

18"

E— 4" MIN,

NOTE:

ANY ADDITIONAL EMBANKMENT
AND/OR EXISTING SUBGRADE
COMPACTION TO BE INCLUDED

TYPE 8 CONCRETE BARRIER

CURB OR TYPE B CONCRETE
CURB AND GUTTER PER IDOT
STANDARDS.

IN THE COST OF THE PROPOSED

CLASS D PATCHES, 10 INCHES ALONG CURB REMOVAL & REPLACEMENT

ORNER

ISOMETRIC VIEW
)

NT.S,

8" WHITE LINE 12" WHITE UNE

2

6" (MIN.)

‘4' (MIN.)
STOP BAR :
12" WHITE LINE
DETAIL _CROSS—WALK
NTS.
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